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Applications

FarmScan® L70

STANDARD
Technology Driven

2-Year Warranty
YEAR WARRANTY
2  Professional ultrasound scanner 

for Animal Science, Backfat, Muscle Scoring

Pregnancy Test,Backfat Measurement
Muscle measurements, marbling
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Specifications subject change without notice 
EN-CA-V1.0

2800mAh

Linear Back Fat 2.5/3.5/5MHz

Near, far and total gain

working time up to 3 hours (1 battery)

Linear Electronic

Battery

Probe

Operating time

Gain

Scanning  method

Monitor 5.8 LCD

Distance, perimeter, area and volume

516 frames

256 levels

2 adjustable electronic focusing

Video output and 2 *USB ports 

Main measurements

Cine loop

Grey  shades

Focal points

Video output

Scanning  depth 70—170 mm

Specification

Easy to Use

L70 is specific designed linear probe 155 mm long to measure back-fat, perimeter and area of loin. It 
has a large image resolution and precision in tenths of mm.

STEP1 STEP3 STEP3

Swine: back fat, muscle measurements, marbling
Bovine: reproduction, back-fat
Sheep: back fat, Loin Muscle Area Scanning

Standoff for measurement of perimeter and area of loin 
This standoff is necessary for full display of loin eye in a 
transverse exploration, to perform the perimeter and area 
measurement.


